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(57) ABSTRACT

Disclosed are a touch gesture recognition apparatus and
method that can be, or applied to, both a single-touch system
and a multi-touch system. The touch gesture recognition
method recognizes touch gestures using the diagonal-line
length of a bounding box created based on touch location
information and variations in the diagonal-line length. Aftera
gesture is recognized, the recognized gesture is mapped to an
input event of a user input device and feedback according to
the input event is provided.
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1
APPARATUS AND METHOD RECOGNIZING
TOUCH GESTURE

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims the benefit under 35 U.S.C. §119
(a) of Korean Patent Application No. 10-2009-0026615, filed
on Mar. 27, 2009, the disclosure of which is incorporated by
reference in its entirety for all purposes.

BACKGROUND

1. Field

One or more embodiments of the following description
relate to a touch gesture recognition apparatus and method,
and more particularly, to a touch gesture recognition appara-
tus and method that can recognize touch gestures with a small
amount of calculations.

2. Description of the Related Art

Existing touch screens or touch pads do not provide users
with various interactions such as multi-touch interaction to
users since they use only information related to single-touch
interaction. For this reason, products such as Apple iPhone™,
MS Surface™, etc., have proposed more intuitive user inter-
faces based on multi-touch approaches.

In order to implement an interface to recognize multi-touch
gestures, a touch sensor system has to accurately detect touch
points. However, a multi-touch gesture recognition system
generally is costly and takes up a large amount of space and
also requires large amounts of computing power for gesture
recognition, including type of gesture, since a complicated
image processing technology is generally needed to recog-
nize a multi-touch gesture. Furthermore, existing system OSs
or application programs should be modified to be suitable for
a multi-touch interaction method.

SUMMARY

One or more embodiments of the following description
relate to a touch gesture recognition apparatus and method
which can reduce the amount of calculations required for
touch recognition and can be applied as or to a multi-touch
system as well as a single-touch system.

In one or more embodiments, there is provided a touch
gesture recognition apparatus. In order to recognize a gesture,
the gesture recognition apparatus defines a bounding box
surrounding a location where a touch occurs and recognizes a
gesture based on a determined length of a diagonal line of the
bounding box. The recognized gesture is mapped to a user
input event of a user input unit of the touch gesture recogni-
tion apparatus, and operation corresponding to the mapped
user input event may be executed. The executed result may be
displayed on a screen of the touch gesture recognition appa-
ratus.

The length of the diagonal line is calculated as a distance
between a minimal point having a smallest x-axis value and a
smallest y-axis value and a maximal point having a greatest
x-axis value and a greatest y-axis value on a 2-dimensional
coordinate system within the location where the touch occurs.
The touch gesture recognition apparatus recognizes the ges-
ture using a determined variation in the diagonal line length in
addition to using the diagonal line length.

The touch gesture recognition apparatus recognizes, when
the diagonal-line length is determined to be less than a thresh-
old diagonal-line length for single-touch, the gesture as a
single-touch gesture. The touch gesture recognition appara-
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tus recognizes, when the diagonal-line length is determined to
be longer than the threshold diagonal-line length for single-
touch and less than a threshold diagonal-line length for multi-
touch which is longer than the threshold diagonal-line length
for single-touch, the gesture as a multi-touch gesture. When
recognizing the gesture as one of a single-touch gesture and a
multi-touch gesture, the touch gesture recognition apparatus
determines whether a determined variation in a location of a
center point of the bounding box exceeds a predetermined
threshold value, and recognizes the gesture as one of a single-
touch scroll and a multi-touch scroll if the determined varia-
tion in the location of the center point of the bounding box
exceeds the predetermined threshold value.

The touch gesture recognition apparatus recognizes the
gesture as a 2-finger pinching gesture when a determined
variation in the diagonal-line length of the bounding box
exceeds a first threshold change amount. The touch gesture
recognition apparatus recognizes the gesture as a spreading in
and out gesture when the diagonal-line length is determined
to be longer than a threshold diagonal-line length for multi-
touch and a determined variation in the diagonal-line length
of the bounding box exceeds a second threshold change
amount.

The touch gesture recognizing apparatus creates the
bounding box based on touch location information collected
for an initial determination time for gesture recognition, and
recognizes the gesture using the diagonal-line length of the
bounding box. The touch gesture recognition apparatus main-
tains the gesture recognized based on the touch location infor-
mation collected for the initial determination time for gesture
recognition, until it is determined that the touch has been
released as the touch is not detected for a time longer than a
threshold touch release time. The touch gesture recognition
apparatus recognizes the gesture as a spreading in and out
gesture when the diagonal-line length of the bounding box is
determined to be longer than the threshold diagonal-line
length for multi-touch which is a reference value to determine
a multi-touch gesture when the initial determination time has
not elapsed.

The user input event may be at least one input event of a
pressing of a left mouse button, pressing of a right mouse
button, moving of a mouse cursor, rotation of a scroll wheel,
release of a left mouse button, and release of a right button.

In one or more embodiments, there is provided a touch
gesture recognition method including recognizing a touch,
creating a bounding box surrounding a location where the
touch occurs and recognizing a gesture based on a length of a
diagonal line of the bounding box, and mapping the recog-
nized gesture to a user input event.

Additional aspects and/or advantages will be set forth in
part in the description which follows and, in part, will be
apparent from the description, or may be learned by practice
of the invention.

BRIEF DESCRIPTION OF THE DRAWINGS

These and/or other aspects and advantages will become
apparent and more readily appreciated from the following
description of the embodiments, taken in conjunction with the
accompanying drawings of which:

FIG. 1 is a block diagram illustrating a touch gesture rec-
ognition apparatus, according to one or more embodiments;

FIG. 2 is a view showing signals generated when a user
touches a touch screen with two fingers, according to one or
more embodiments;

FIG. 3 is a view showing parameters to create a bounding
box, according to one or more embodiments;
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FIGS. 4A through 4D are views showing relationships
between touch gestures and bounding boxes, according to one
or more embodiments;

FIGS. 5A through 5B are views for explaining an example
in which a touch sensor system malfunctions;

FIG. 6 is a view for explaining a touch gesture recognition
process robust to malfunctions of a touch sensor, according to
one or more embodiments;

FIG. 7 is aflowchart of a touch gesture recognition method,
according to one or more embodiments; and

FIG. 8 is a flowchart of a method for touch gesture recog-
nition for an initial determination time, according to one or
more embodiments.

DETAILED DESCRIPTION

Reference will now be made in detail to embodiments,
examples of which are illustrated in the accompanying draw-
ings, wherein like reference numerals refer to like elements
throughout. In this regard, embodiments of the present inven-
tion may be embodied in many different forms and should not
be construed as being limited to embodiments set forth
herein. Accordingly, embodiments are merely described
below, by referring to the figures, to explain aspects of the
present invention.

FIG. 1 is a block diagram illustrating a touch gesture rec-
ognition apparatus 100, according to one or more embodi-
ments.

The touch gesture recognition apparatus 100 includes a
touch sensor 110, a controller 120, a storage 130, and a
display 140. The touch gesture recognition apparatus 100
may be implemented as or in various pieces of equipment,
such as a mobile phone, a Personal Digital Assistant (PDA), a
Portable Multimedia Player (PMP), or a large-sized display,
etc., where touch gestures can be utilized.

The touch sensor 110 may include one or more different
types of sensors to generate sensing information. The touch
sensor 110 may be a lattice type sensor where electrodes are
arranged in x-axis and y-axis directions to form a lattice
structure. When a user contacts the touch sensor 110 with
his/her hand or finger, the touch sensor 110 may detect an area
or location at which the touch occurs by detecting a change in
signal intensity due to the touching of the electrode. For
example, the touch sensor 110 may operate based on a pro-
jected capacitive touch technology or an infrared touch tech-
nology.

The controller 120 controls the general operation of the
gesture recognition apparatus 100, and creates a user inter-
face screen to display interactions which respond to informa-
tion input by a user. The controller 120 may include a gesture
recognizer 122 and an input event processor 124.

According to one or more embodiments, the gesture rec-
ognizer 122 defines a bounding box surrounding the detected
area, and recognizes the user’s gesture based on the length of
a diagonal line of the bounding box. The gesture recognizer
122 may recognize the user’s gesture using variations in
diagonal-line lengths of bounding boxes as well as using the
diagonal line length. The variations can be calculated by
collecting the diagonal-line lengths of bounding boxes for a
predetermined duration.

The input event processor 124 maps the recognized gesture
to a user input event, such as an already existing event of an
alternative input device. For example, if an existing OS can
process mouse events, the user input event may correspond to
a mouse input event. In this case, the input event processor
124 may map the recognized gesture to at least one input
event among a pressing of left mouse button, pressing of right
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mouse button, moving of mouse cursor, rotation of scroll
wheel, release of left mouse button, and release of right
mouse button.

The below Table 1, for example, is a table which shows a
mapping relationship between touch gestures and mouse
events.

TABLE 1

Touch Gesture Mouse Event

Single-Touch Pressing of Left Mouse Button
Multi-Touch Pressing of Right Mouse Button
Move Moving of Mouse Cursor

2 Finger Pinching & Spreading In  Rotation of Scroll Wheel

and Out

Touch Release Release of Left/Right Mouse Button

In other words, the recognized gesture can be converted
into a mouse event with reference to Table 1 which defines the
mapping relationship between touch gestures and mouse
events.

Ifthe corresponding OS can process keyboard input events,
the user input event may be a keyboard input event. In this
case, the input event processor 124 may map the recognized
gesture to an input event processable by the existing OS,
using the mapping information between predetermined touch
gestures and user input events, similar to that shown in Table
1. In this way, if the user’s gesture is recognized, interaction
between the user and the touch gesture recognition apparatus
100 can be done based on the recognized gesture without
having to modify the existing OS and application programs.

The storage 130 stores data, OS programs, and application
programs to drive the touch gesture recognition apparatus
100. The storage 130 may store a touch gesture recognition
algorithm which is executed by the controller 120, and input
event mapping information regarding the mapping relation-
ship between recognized gestures and input events of an input
device.

The display 140 outputs the results of executions by the
controller 120. The display 140 may display the execution
result of the input event mapped by the input event processor
124 on a user interface screen. The touch sensor 110 and
display 140 may be integrated into a touch screen.

Hereinafter, a touch gesture recognition method, according
to one or more embodiments will be described in greater
detail.

FIG. 2 is a view showing signals generated when a user
touches a touch screen with two fingers, according to one or
more embodiments.

FIG. 2 shows a touch screen (or a touch pad) 200, an X-axis
touch signal 220 representing a touch which has occurred in
the X-axis direction on the touch screen 200 and a Y-axis
touch signal 230 representing a touch which has occurred in
the Y-axis direction on the touch screen 200. In FIG. 2, it is
assumed that two fingers touch two locations P2(1, 2) and
P3(2, 1) on the touch screen 200.

A conventional single-touch screen senses touch signals on
its X-axis and Y-axis coordinates. In other words, X-axis and
Y-axis locations such as X=(1, 2) and Y=(1, 2) are respec-
tively determined, and then final 2-dimensional touch loca-
tions are determined. Accordingly, in this case, the single-
touch screen obtains virtual touch locations P1 and P4 as well
as the actual touch locations P2 and P3, and thus finally
obtains four touch locations P1(1, 1), P2(2, 1), P3(1,2) and P4
(2, 2). Meanwhile, a multi-touch screen detects 2-dimen-
sional touch points directly and accordingly can determine
accurate touch locations P2 and P3.
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In other words, a single-touch screen/pad provides X-axis
and Y-axis projection locations as final outputs, whereas a
multi-touch screen/pad provides 2-dimensional touch points
as final outputs. Accordingly, a single-touch type touch
screen and a multi-touch type touch screen have to use dif-
ferent touch gesture recognition algorithms, and thus the
present inventors have found that development of a new touch
recognition technology is desirable.

The touch gesture recognition apparatus 100 performs
such a desirable gesture recognition, as only an example,
using a bounding box 210 created by touch points.

FIG. 3 is a view showing parameters to create a bounding
box, according to one or more embodiments.

Methods for creating a bounding box can vary. According
to one or more embodiments, a point Pmin having the small-
est X and Y coordinate values and a point Pmax having the
greatest X andY coordinate values, among four corner values,
are used to create a bounding box. The points Pmin and Pmax
are values that can be obtained by a single-touch screen as
well as a multi-touch screen. The X- and Y-axis coordinate
values may be measured from two edges of the touch screen.

The gesture recognition unit 122 detects a minimum point
Pmin having the smallest X-axis and Y-axis coordinate values
and a maximum point Pmax having the greatest X-axis and
Y-axis coordinate values on a 2-dimensional coordinate sys-
tem in at least one touch location, and calculates the distance
between the Pmin and Pmax as a diagonal length D of a
bounding box. The diagonal length D can be calculated by
using the below Equation 1, for example.

D=sqrt((xmax-xmin)2+(ymax—ymin)2) Equation 1:

Here, xmax represents the X coordinate value of the maxi-
mum point Pmax, ymax represents the Y coordinate value of
the maximum point Pmax, xmin represents the X coordinate
value of the minimum point Pmin, and ymin represents the Y
coordinate value of the minimum point Pmin.

Now, the relationship between D values and corresponding
touch gestures will be described with reference to FIGS. 4A
through 4D below.

FIGS. 4A through 4D are views showing a relationship
between touch gestures and bounding boxes, according to one
or more embodiments.

FIG. 4A shows bounding boxes 410 and 412 for a single-
touch gesture, FIG. 4B shows bounding boxes 420 and 422
for a multi-touch gesture, FIG. 4C shows bounding boxes 430
and 432 for amulti-touch gesture (2 finger pinching) and FIG.
4D shows bounding boxes 440 and 442 for a spreading in and
out gesture taken with multiple fingers or two hands.

Hereinafter, a method of recognizing gestures using
bounding boxes, according to one or more embodiments, will
be described in detail with reference to the below Table 2, for
example.

TABLE 2

D <Dy, IPB| >Pg#!

Dy, <D =D,p,, [Pyl >Pp*2
IAD| > AD,,

D > Dy, IADI >AD,,

Single-Touch Scroll
Multi-Touch Scroll

2 Finger Pinching
Spreading In and Out

Referring to FIGS. 1 and 4A through 4D, the gesture rec-
ognition unit 122 recognizes, if the diagonal length D of a
bounding box is less than a threshold diagonal-line value D,
for single-touch, the corresponding gesture as a single-touch
gesture.

Ifthe diagonal length D of the bounding box is greater than
the threshold diagonal-line value D, for single-touch and is
less than a threshold diagonal-line value D,,,, for multi-touch,
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the gesture recognition unit 122 recognizes the gesture as a
multi-touch gesture. In FIG. 4A, the bounding box 412 rep-
resented by dotted lines is a threshold bounding box for
single-touch, which is reference of the threshold diagonal-
line value D, | for single-touch, and in FIG. 4B, the bounding
box 422 represented by dotted lines is a threshold bounding
box for multi-touch, which is reference of the threshold
diagonal-line value D, for multi-touch.

When the gesture recognition unit 122 recognizes the ges-
ture as a single-touch gesture, the gesture recognition unit 122
may recognize, if a variation in the location P, of the center
point of the bounding box exceeds a first threshold value
P,™, the gesture as a single-touch scroll gesture. When the
gesture recognitionunit 122 recognizes the gesture as a multi-
touch gesture, the gesture recognition unit 122 may recog-
nize, if a variation in the location P of the center point of the
bounding box exceeds a second threshold value P,*2, the
gesture as a multi-touch scroll gesture.

In Table 1, AD means D(t)-D(t-1), that is, a variation of a
D value over time. In this respect, if a variation AD in the
diagonal-line of a bounding box exceeds a first threshold
variation value AD,,;, the gesture recognition unit 122 may
recognize the gesture as a 2 finger pinching gesture. In addi-
tion, the gesture recognition unit 122 may further determine
whether the variation of the center point of the bounding box
is less than a predetermined threshold variation value to
improve accuracy of the gesture recognition, and recognize
the gesture as a 2 finger pinching gesture if the change is less
than the predetermined threshold variation value. In FIG. 4C,
a bounding box 430 represents a bounding box corresponding
to a touch gesture at a time t, and a bounding box 432 repre-
sents a bounding box corresponding to a touch gesture at a
time t+k.

Also, if the diagonal-line length D is greater than the
threshold diagonal-line length D,,, for multi-touch and a
variation in the diagonal-line length D exceeds the second
threshold variation value AD,,,, the gesture recognition unit
122 may recognize the corresponding gesture as a spreading
in and out gesture corresponding to the state where a plurality
offingers of both hands of a user touch the screen. In FIG. 4D,
a bounding box 440 represents a bounding box corresponding
to a touch gesture at a time t, and a bounding box 442 repre-
sents a bounding box corresponding to a touch gesture at a
time t+k. Here, threshold diagonal-line lengths, threshold
diagonal-line variation values, variations in center point loca-
tions, etc., for gesture recognition may be experimentally
determined.

The recognition algorithm according to this embodiment
can be driven in low-cost microcontrollers since it follows a
much simpler rule than any other touch gesture recognition
methods while avoiding confusion between single-touch ges-
tures and multi-touch gestures. However, in order to apply the
recognition algorithm according to the current embodiment,
there is also a desire to lower the possibility of erroneous
touch gesture recognition.

For example, it is assumed that a user tries to make a
multi-touch scroll gesture with four fingers as shown in FIG.
4D. In actual cases, there is high possibility that the user’s
fingers would touch a touch screen/pad non-simultaneously,
i.e., there might be a slight difference in the time of contact of
the fingers. That is, when the user touches a touch screen with
his or her fingers at unintentionally intermittent times, intend-
ing to make a multi-touch gesture, the touch gesture may be
recognized as a single-touch gesture if the touch gesture is
determined based on sensing information acquired when the
user’s first finger contacts the touch screen.
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That is, in the case of a multi-touch gesture, determining a
touch gesture when a touch initially occurs may cause erro-
neous recognition. According to one or more embodiments,
in order to avoid such erroneous recognition, the determining
of'a touch gesture may not be performed using a touch signal
generated at a specific time but by using touch signals col-
lected for a predetermined time period. Also, in order to avoid
erroneous recognition, discontinuous touch signals, as shown
in FIGS. 5A and 5B, have to be taken into account.

FIGS. 5A through 5B illustrate an example in which a
touch sensor system malfunctions.

There is the case where when a user tries to make a scroll
operation illustrated in FIG. 5A, no touch is sensed at certain
parts on the user’s intended scroll line, as illustrated in FIG.
5B, due to causes such as the low sensitivity of the sensor
system, the user’s carelessness, etc., In this case, erroneous
gesture recognition may occur at the discontinuous areas if
the touch gesture recognition algorithm is executed to deter-
mine touch gestures in very short time intervals.

According to one or more embodiments, the gesture rec-
ognition unit 122 (see FIG. 1) recognizes a gesture based on
information about touch locations collected for an initial
determination time for gesture recognition. Also, the gesture
recognition unit 122 maintains the gesture recognized based
on the information about touch locations collected for the
initial determination time until it is determined that the touch
is completely released since no touch is detected for a thresh-
old touch-release time.

FIG. 6 is a view for explaining a touch gesture recognition
process robust to malfunctions of a touch sensor, according to
one or more embodiments.

If'a touch gesture is recognized based on data collected for
a predetermined time period after a touch is sensed and the
result of the recognition is maintained until the user takes his
or her finger(s) off the touch sensor system, a touch result
shown in FIG. 6 including the result of touch recognition for
locations where no touch has been sensed can be obtained.
Accordingly, a touch gesture recognition process robust to
malfunctions of a touch sensor can be provided.

Meanwhile, if the diagonal-line length of a bounding box is
longer than the threshold diagonal-line length for multi-touch
even when the initial determination time has not elapsed, that
is, when the bounding box is larger than a bounding box to be
determined as a multi-touch scroll as well as that of a bound-
ing box to be determined as a single-touch scroll, the gesture
recognition unit 122 may recognize the gesture as a spreading
in and out gesture.

FIG. 7 is aflowchart of a touch gesture recognition method,
according to one or more embodiments.

First, a bounding box surrounding at least one touch loca-
tion where a touch occurs is defined (operation 710). Then, a
gesture is recognized using the diagonal-line length of the
bounding box (operation 720).

Here, a box including a minimum point Pmin having the
smallest X-axis and Y-axis coordinate values and a maximum
point Pmax having the greatest X-axis and Y-axis coordinate
values on a 2-dimensional coordinate system in at least one
touch location is determined to be the bounding box, and the
distance between the Pmin and Pmax is determined to be the
diagonal-line length of the bounding box. A gesture may be
recognized depending on the diagonal-line length, variations
in the diagonal-line length, or variations in the location of the
center point of the bounding box, using the touch gesture
recognition method described above with reference to FIG. 2.

The recognized gesture is mapped to a user input event of
an input device supportable by the touch gesture recognition
apparatus (operation 730). Then, the execution result of the
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mapped input event is displayed on a display. The touch
gesture recognition method may be applied to both single-
touch screens and multi-touch screens.

FIG. 8 is a flowchart of a method for touch gesture recog-
nition for an initial determination time, according to one or
more embodiments.

If the touch gesture recognition apparatus 100 (see FIG. 1)
acquires a touch signal (operation 810), the touch gesture
recognition apparatus 100 defines a bounding box using loca-
tion information of the touch signal (operation 820). Then, the
touch gesture recognition apparatus 100 calculates the diago-
nal-line length of the bounding box (operation 830). Also, the
touch gesture recognition apparatus 100 calculates a variation
in the diagonal-line of the bounding box as information for
gesture recognition (operation 840). In addition, the touch
gesture recognition apparatus 100 may detect a variation in
the location of the center point of the bounding box in opera-
tion 830.

Then, if a gesture corresponding to the touch signal is a
gesture such as a spreading in and out gesture which can be
determined by a gesture recognition algorithm even when an
initial determination time has not elapsed (operation 850), the
gesture is recognized (operation 870).

If the gesture cannot be determined, it is determined
whether the initial determination time has elapsed (operation
860). If the initial determination time has not elapsed, the
process returns to operation 810 to continue to collect touch
location information. If the initial determination time has
elapsed, the gesture is recognized based on the collected
touch location information.

One or more embodiments of the present invention can
include computer readable media including computer read-
able code to control at least one processing device to imple-
ment one or more embodiments. The computer readable
medium includes all types of recording media in which com-
puter readable data and code are stored. Examples of the
computer readable medium include a ROM, a RAM, a CD-
ROM, a magnetic tape, a floppy disk, and an optical data
storage. In addition, the computer readable medium may be a
distributed computer system network, in which the computer
readable code may be stored and executed in a distributed
manner.

A number of embodiments have been described above.
Nevertheless, it will be understood that various modifications
may be made. For example, suitable results may be achieved
if the described techniques are performed in a different order
and/or if components in a described system, architecture,
device, or circuit are combined in a different manner and/or
replaced or supplemented by other components or their
equivalents. Accordingly, other implementations are within
the scope of the following claims.

Accordingly, while aspects of the present invention has
been particularly shown and described with reference to dif-
fering embodiments thereof, it should be understood that
these embodiments should be considered in a descriptive
sense only and not for purposes of limitation. Descriptions of
features or aspects within each embodiment should typically
be considered as available for other similar features or aspects
in the remaining embodiments.

Thus, although a few embodiments have been shown and
described, with additional embodiments being equally avail-
able, it would be appreciated by those skilled in the art that
changes may be made in these embodiments without depart-
ing from the principles and spirit of the invention, the scope of
which is defined in the claims and their equivalents.
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What is claimed is:

1. A touch gesture recognition apparatus comprising:

a gesture recognizing unit configured

to detect a touch thereon, to create a bounding box
surrounding a location where the touch occurs,

to determine a calculated distance to be a length of the
diagonal line of the bounding box,

to recognize a gesture as a single-touch gesture or a
multi-touch gesture by comparing the determined
length of the diagonal line of the bounding box with a
range of a threshold diagonal-line length, and

to distinguish between the single-touch gesture and the
multi-touch gesture touched consecutively using
touch signals collected for a predetermined time
period; and

an input event processing unit configured to map the rec-

ognized gesture to a user input event.

2. The touch gesture recognition apparatus of claim 1,
wherein the gesture recognizing unit is further configured to
calculate a distance between a minimal point having a small-
est x-axis value and a smallest y-axis value and a maximal
point having a greatest x-axis value and a greatest y-axis value
on a 2-dimensional coordinate system within the location
where the touch occurs.

3. The touch gesture recognition apparatus of claim 1,
wherein the gesture recognizing unit recognizes the gesture
using a determined variation in the diagonal line length in
addition to using the diagonal line length.

4. The touch gesture recognition apparatus of claim 3,
wherein the gesture recognizing unit recognizes the gesture to
be a 2-finger pinching gesture when a determined variation in
the diagonal-line length of the bounding box exceeds a first
threshold change amount.

5. The touch gesture recognition apparatus of claim 3,
wherein the gesture recognizing unit recognizes the gesture to
be a spreading in and out gesture when the diagonal-line
length is determined to be longer than a threshold diagonal-
line length for multi-touch and a determined variation in the
diagonal-line length of the bounding box exceeds a second
threshold change amount.

6. The touch gesture recognition apparatus of claim 1,
wherein the gesture recognizing unit recognizes, when the
diagonal-line length is determined to be less than a threshold
diagonal-line length for single-touch, the gesture as the
single-touch gesture.

7. The touch gesture recognition apparatus of claim 1,
wherein the gesture recognizing unit recognizes, when the
diagonal-line length is determined to be longer than a thresh-
old diagonal-line length for single-touch and less than a
threshold diagonal-line length for multi-touch which is
longer than the threshold diagonal-line length for single-
touch, the gesture as the multi-touch gesture.

8. The touch gesture recognition apparatus of claim 1,
wherein when recognizing the gesture to be one of the single-
touch gesture and the multi-touch gesture, the gesture recog-
nizing unit determines whether a determined variation in a
location of a center point of the bounding box exceeds a
predetermined threshold value, and recognizes the gesture as
one of a single-touch scroll and a multi-touch scroll if the
determined variation in the location of the center point of the
bounding box exceeds the predetermined threshold value.

9. The touch gesture recognition apparatus of claim 1,
wherein the input event processing unit maps the recognized
gesture to at least one input event corresponding to at least one
of'a pressing of a left mouse button, pressing of a right mouse
button, moving of a mouse cursor, rotation of a scroll wheel,
release of a left mouse button, and release of a right button.
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10. The touch gesture recognition apparatus of claim 1,
further comprising a display to provide a user interface
screen, wherein the input event processing unit executes the
mapped user input event and outputs a result of the execution
on the user interface screen.

11. A touch gesture recognition method comprising:

recognizing a touch, creating a bounding box surrounding

a location where the touch occurs;

determining a calculated distance to be a length of the

diagonal line of the bounding box;

recognizing a gesture as a single-touch gesture or a multi-

touch gesture by comparing the determined length ofthe
diagonal line of the bounding box with a range of a
threshold diagonal-line length;

distinguishing between the single-touch gesture and the

multi-touch gesture touched consecutively using touch
signals collected for a predetermined time period; and
mapping the recognized gesture to a user input event.

12. The touch gesture recognition method of claim 11,
wherein the recognizing of the gesture comprises calculating
a distance between a minimal point having a smallest x-axis
value and a smallest y-axis value and a maximal point having
a greatest x-axis value and a greatest y-axis value on a 2-di-
mensional coordinate system within the location where the
touch occurs.

13. The touch gesture recognition method of claim 11,
wherein the recognizing of the gesture comprises recognizing
the gesture using a determined variation in the diagonal-line
length in addition to using the diagonal line length.

14. The touch gesture recognition method of claim 13,
wherein the recognizing of the gesture comprises recognizes
the gesture as a 2-finger pinching gesture, when a determined
variation in a location of a center point of the bounding box is
less than a predetermined threshold value and a determined
variation in the diagonal-line length of the bounding box
exceeds a first threshold change amount.

15. The touch gesture recognition method of claim 13,
wherein the recognizing of the gesture comprises recognizing
the gesture as a spreading in and out gesture when the diago-
nal-line length is determined to be longer than a threshold
diagonal-line length for multi-touch and a determined varia-
tion in the diagonal-line length of the bounding box exceeds
a second threshold change amount.

16. The touch gesture recognition method of claim 11,
wherein the recognizing of the gesture comprises recognizing
the gesture as a single-touch scroll gesture when the diagonal-
line length is determined to be less than a threshold diagonal-
line length for single-touch and a determined variation in a
location of a center point of the bounding box exceeds a
predetermined threshold value.

17. The touch gesture recognition method of claim 11,
wherein the recognizing of the gesture comprises recognizing
the gesture as a multi-touch scroll gesture, when the diagonal-
line length is determined to be longer than a threshold diago-
nal-line length for single-touch and less than a threshold
diagonal-line length which is longer than the threshold diago-
nal-line length for single-touch, and a determined variation in
a location of a center point of the bounding box exceeds a
predetermined threshold value.

18. The touch gesture recognition apparatus of claim 1,
wherein the gesture recognizing unit creates the bounding
box based on touch location information collected for an
initial determination time for gesture recognition, and recog-
nizes the gesture using the diagonal-line length of the bound-
ing box.

19. The touch gesture recognition apparatus of claim 18,
wherein the gesture recognizing unit maintains the gesture,
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recognized based on the touch location information collected
for the initial determination time for gesture recognition, until
it is determined that the touch has been released with the
touch not being detected for a time longer than a threshold
touch release time.

20. The touch gesture recognition apparatus of claim 18,
wherein the gesture recognizing unit recognizes the gesture
as a spreading in and out gesture when the diagonal-line
length of the bounding box is determined to be longer than a
threshold diagonal-line length for multi-touch which is a
reference value to determine the multi-touch gesture when the
initial determination time has not elapsed.

#* #* #* #* #*
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